
SOHO CONTINGENCY SCRIPT C-08

CDS Power ON

(SOHO Server/Operations/Instruments/CDS/CDS CS C-08

Version 1.0

Based on:  OCD# 1717

Change Record:

0.0
24 Sep 02
Created script.  OCD 1717 CR 1799  HWB.

1.0
19 Jun 08
Added line for SOC to notify LASCO of CDS door closing.  Changed duty cycle for COBS thermal channel 62 to 70%.  Changed duty cycle for COBS thermal channel 63 to 50%.  OCD# 2209, CR# 2433, MOCR# 08-0077  HWB

Positions Required:
SA, CA, OE (CDS representative must be present)

Anomaly Indications:

 

CSPWA = OFF and CSPWB = OFF

Loads:  None.

Main Activities:

1.
Remove CDS from ESR warning flag receivers

2.
Safe CDS as required

3.
Prepare SVM for CDS power ON

4.
Power ON CDS

5.
CDS NRT

6.
Enable substitution heaters

7.
Add CDS to ESR warning flag receivers

8.
Disable substitution heaters
Plots Required:
None

	
	Pos
	Activity
	Procedure

	1
	
	CONSTRAINTS:

1.
CDS power ON will ONLY be undertaken under the control and guidance of the designated CDS personnel.

2.
Display these TPOCC pages:


I_EXP_STAT, C_CDS_STATUS_HK, C_CDHS_HARDWARE

3.
Disable CDS limit monitoring or ignore limit violations until directed by CDS team to resume nominal limit monitoring.
	

	2
	
	
	

	3
	FOT
	Remove CDS from list of experiments to receive ESR warning flag.


	k_set_esrwarn (remove, cds)

	4
	
	Safe CDS at request of CDS representative.  IF run, THEN abort at the end of Section 2

NOTE:  Procedure will safe the CDS spacecraft relays, returning them to a known state.  An unscheduled power OFF may leave relays in a latched state.
	c_fl_safe

	5
	
	Prepare SVM for turning experiment ON.  This will define monitoring parameters for COBS, and will turn OFF the substitution heaters.
	x_exp_prep_on

	6
	
	Switch ON CDS
	c_fl_pwron_n

	7
	
	CONTINGENCY:
In case of problem, abort and run the emergency OFF procedure at direction of CDS representative
	c_fl_emerof

	8
	
	
	

	9
	SOC
	Notify LASCO that CDS will be closing doors
	

	10
	FOT
	Enable NRT for CDS commanding
	o_nrt_ena(1,1,0,1)

	11
	CDS
	~ 1 hour of NRT
	

	12
	FOT
	Pause NRT
	/nrt tput paus

	13
	
	Disable substitution heater monitoring for CDS
	k_sublclmndis

	14
	
	Change duty cycle to 70% for circuit 62
	k_thc_dc_adj (62,,7,,7)

	15
	
	Change duty cycle to 50% for circuit 63
	k_thc_dc_adj (63,,5,,5)

	16
	
	Enable thermal control for circuits 62 and 63
	k_thc_ena(62,y)

k_thc_ena(63,y)

	17
	
	Further trimming of duty cycles may be required until the CDS doors are opened
	

	18
	
	Execute CS-06C ESR Instrument Recovery, step 3 at CDS direction
	

	19
	
	
	

	20
	
	SCRIPT COMPLETE
	

	21
	
	
	

	22
	
	
	

	23
	
	
	

	24
	
	
	

	25
	
	
	

	26
	
	
	

	27
	
	
	


OE Initials: _______
SA Initials: _______
CA Initials: _______
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