

SOHO CONTINGENCY SCRIPT L-03

Hung EIT/LASCO Sector Wheel 

(SOHO Server/Operations/Instruments/LASCO/LASCO/EIT CS L-03

Version 4.0

Based on:  OCD#726

Change Record:

0.0 29 Mar 98
Created (KEH).

1.0 31 Oct 98
Updated (RJL).

2.0 4 Jun 01
Reformatted to new standards.



CR#1652, MOCR#01-0093, NJP.

3.0
28 Jan 05
Changed name of script, added details on expected limit 




violations during script execution.  CR#2058, OCD#1990, 




MOCR#05-0009. NJP 

4.0
16 Oct 09
Modified anomaly indications to require limit violation of 




at least 450 seconds before script execution.  CR#2596, 




OCD#2350, MOCR#09-0090. NJP 

 Positions Required:
SA, CA (OE notification required after execution of script)

Anomaly Indications:

LSESWMOT equals 211 or 212 for 450 seconds (or longer).

TSTOL watch from i_exp_check.prc should have flagged, informing FOT to visually monitor LSESWMOT to confirm anomaly. 

Loads:  None

Main Activities:

1. Monitor LSESWMOT to confirm anomaly.  

2. Notify LASCO/EIT representative, if present.

3. Reset LEB.

4. Notify OE and LASCO/EIT representative immediately upon completion of script.

Plots Required:
None

	
	Pos
	Activity
	Procedure

	1
	FOT
	Visually monitor LSESWMOT on page I_EXP_CHECK.  Confirm the value is still 211 or 212.  
	

	2
	
	Notify LASCO/EIT representative only if present in the EOF.  If NRT commanding is in progress, the LASCO/EIT representative may request this script NOT be executed.
	

	3
	
	Execute procedure to reset LEB IMMEDIATELY.
	l_fl_eit_rst

	4
	
	Notify OE as soon as the procedure completes.

Notify LASCO/EIT representative (Refer to OCD# 726).

Notify OE of any additional actions requested by PI.
	

	5
	
	
	

	6
	
	Ignore all LASCO/EIT limit violations except LIPWA for 20 minutes.
	

	7
	
	
	

	8
	
	
	

	9
	
	
	

	10
	
	
	

	11
	
	
	

	12
	
	
	

	13
	
	
	

	14
	
	SCRIPT COMPLETE
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