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(SOHO Server/Operations/Instruments/MDI/MDI CS M-01)

Version 3.0

Based on:  

Change Record:

0.0
4 Feb 97  -
Created, MRR.

1.0 
13 Feb 97 -
Updated, MRR.

2.0 
5 Jun 01  -
Reformatted to new standards, CR#1658,


MOCR# 01-0097, NJP.

3.0
15 Nov 06 -
Added setting COBS switchable channels to nominal. 



CR#2177, MOCR# 06-0112, NJP

Positions Required: SA, CA (OE notification required prior to execution of script)

Anomaly Indications:

 

TBD (Execution must be requested by MDI Experiment Team or SOC).

Loads: None
Main Activities:

1. MDI emergency must have been declared before using this script.

2. Turn OFF MDI.

3. Turn ON substitution heaters. 

4. Set COBS switchable channels for MDI TM/TC to nominal.

Plots Required:
None

	
	Pos
	Activity
	Procedure

	1
	
	CONSTRAINTS:


An MDI representative specifically authorized to


declare an MDI emergency must do so before this 


script is executed.


	

	2
	
	Bring up page I_EXP_STAT to monitor MDI telemetry.
	

	3
	
	Execute procedure to turn MDI OFF and turn ON substitution heaters.

(COBS thermal channels 73 and 74 - individually controlled)
	m_fl_emoff

Calls:

k_exp_mon_dis

x_exp_off_svm

	4
	
	Set COBS switchable channels for MDI TM/TC to nominal side.
	k_set_exp_main(MDI)



	5
	
	
	

	6
	
	SCRIPT COMPLETE
	

	7
	
	
	

	8
	
	
	

	9
	
	
	

	10
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