CONTINGENCY SCRIPT V-02

VIRGO Latch-up Recovery

(Micronet 516/SOHO Server/operations/instruments/VRIGO/VIRGO Latch-up CS V-02

Version 1.0

Based on:  OCD 1383, CR# 1511, MOCR# 00-0102

Change Record:


1.0
Modified the initial conditions defined in step 1 to wait for the next update of VSDAS to ensure a latch-up condition exists prior to continuing execution of the script.  Updated per OCD #1499, 



CR #1624, MOCR #01-0048.  KEH

Positions Required:
SA, CA

Anomaly Indications:

1.
Xdialog box appears on SA terminal to start script.

2.
Telemetry parameter VSDAS on i_exp_ck page has a value not equal to h'xxxF' (where x represents “don’t care” bits), for two consecutive active formats (3 min interval).

Loads: 
None

Main Activities:

1.
Verification of anomaly

2.
Recover VIRGO latch-up

3.
Notifications

Additional Scripts Required:
None

Plots Required:
None

FDF Activities:
None


Pos
Activity


C’est du gateau
Procedure

1

STEP 1:  VERIFICATION OF ANOMALY


2
FOT
Check value for telemetry parameter VSDAS shown by the watch in the events page (4 digit binary).  Confirm at least 1 of the digits is zero.


3

Confirm value for VSDAS on i_exp_ck page.  Wait for the next update of this mnemonic, which updates every 3 minutes, to ensure that a latch-up condition exists.

If after the next update, VSDAS still shows a latch-up condition as indicated by the watch pop-up box, proceed to Step 2.  Otherwise, write an anomaly report and exit this script.


4
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STEP 2:  RECOVER VIRGO LATCH-UP


6

Execute procedure to recover VIRGO latch-up

Note:  Log which sensor(s) latched-up, as identified by the procedure.


v_fl_latch_en
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STEP 3:  NOTIFICATIONS


9

Notify OE of anomaly and script execution


10

Notify SOC during daytime hours of anomaly and script execution


11




12

SCRIPT COMPLETE


13




OE Initials:                         
SA Initials:                        
CA Initials:  _________
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