Channel 1  (TT59)  CAE TEMPERATURE:

Type:
OBDH-BUS

Terminal field:
00F0 0C4A
Mask:
00FF
Min. threshold:
003E  (62 raw, 45 deg)

Max. threshold:
00FF  (255 raw, -21.4 deg)

Filter:
0003
Macro:
0001 (RAM value)
Execution Profile:
0000000001
Channel 2  (TT63)  WDE TEMPERATURE:

Type:
OBDH-BUS

Terminal field:
00F0 0C50
Mask:
00FF
Min. threshold:
0036  (54 raw, 50 deg)

Max. threshold:
00FF  (255 raw, -21.4 deg)

Filter:
0003
Macro:
0002 (RAM value)
Execution Profile:
0000000010
Channel 3  (TT58)  SRTU TEMPERATURE:

Type:
OBDH-BUS

Terminal field:
0030 0C8A
Mask:
00FF
Min. threshold:
0036  (54 raw, 50 deg)

Max. threshold:
00FF  (255 raw, -21.4 deg)

Filter:
0003
Macro:
0003 (RAM value)
Execution Profile:
0000000100
Channel 4  (TT60)  ARTU TEMPERATURE:

Type:
OBDH-BUS

Terminal field:
00F0 0C8C
Mask:
00FF
Min. threshold:
0036  (54 raw, 50 deg)

Max. threshold:
00FF  (255 raw, -21.4 deg)

Filter:
0003
Macro:
0004 (RAM value)
Execution Profile:
0000001000
Channel 5  (DTPRTUA)  PRTU TEMPERATURE:

Type:
OBDH-BUS

Terminal field:
0030 0C16
Mask:
00FF
Min. threshold:
003C  (60 raw, 60 deg)

Max. threshold:
00E7  (231 raw, -20 deg)

Filter:
0003
Macro:
0005 (RAM value)
Execution Profile:
0000010000
Channel 6  (TT67)  APME TEMPERATURE:

Type:
OBDH-BUS

Terminal field:
00F0 0C51
Mask:
00FF
Min. threshold:
0036  (54 raw, 50 deg)

Max. threshold:
00FF  (255 raw, -21.4 deg)

Filter:
0003
Macro:
0006 (RAM value)
Execution Profile:
0000100000
Channel 7  (PSSSW2)  SHUNT STATUS OF SOLAR ARRAY SECTION 2:

Type:
OBDH-BUS

Terminal field:
0038 088C
Mask:
0004
Min. threshold:
0004  (ON BUS)

Max. threshold:
0004  (ON BUS)

Filter:
0004
Macro:
0045 (RAM value)
Execution Profile:
0001000010
Channel 8  (TT03)  SSR TEMPERATURE:

Type:
OBDH-BUS

Terminal field:
0030 0C85
Mask:
00FF
Min. threshold:
0036  (54 raw, 50 deg) (RAM value)

Max. threshold:
00FF  (255 raw, -21.4 deg)

Filter:
0003
Macro:
0008 (RAM value)
Execution Profile:
0010000000
Channel 9  (TT51)  HPA 1 TRP TEMPERATURE:

Type:
OBDH-BUS

Terminal field:
0030 0C88
Mask:
00FF
Min. threshold:
003E  (62 raw, 45 deg)

Max. threshold:
00FF  (255 raw, -21.4 deg)

Filter:
0003
Macro:
0009 (RAM value)
Execution Profile:
0100000000
Channel 10  (TT52)  HPA 2 TRP TEMPERATURE:

Type:
OBDH-BUS

Terminal field:
0030 0C87
Mask:
00FF
Min. threshold:
003E  (62 raw, 45 deg)

Max. threshold:
00FF  (255 raw, -21.4 deg)

Filter:
0003
Macro:
000A (RAM value)
Execution Profile:
1000000000
Channel 11  (ATWD01)  WDE CHANNEL 1 TEMPERATURE:

Type:
OBDH-BUS

Terminal field:
00F0 0C14
Mask:
00FF
Min. threshold:
0046  (70 raw, 53.06 deg) (RAM value)

Max. threshold:
00E7  (231 raw, -20 deg) (RAM value)

Filter:
0003
Macro:
0002 (RAM value)
Execution Profile:
0000000001
Channel 12  (ATWD02)  WDE CHANNEL 2 TEMPERATURE:

Type:
OBDH-BUS

Terminal field:
00F0 0C54
Mask:
00FF
Min. threshold:
0046  (70 raw, 53.06 deg) (RAM value)

Max. threshold:
00E7  (231 raw, -20 deg) (RAM value)

Filter:
0003
Macro:
0002 (RAM value)
Execution Profile:
0000000010
Channel 13  (ATWD03)  WDE CHANNEL 3 TEMPERATURE:

Type:
OBDH-BUS

Terminal field:
00F0 0C94
Mask:
00FF
Min. threshold:
0046  (70 raw, 53.06 deg) (RAM value)

Max. threshold:
00E7  (231 raw, -20 deg) (RAM value)

Filter:
0003
Macro:
0002 (RAM value)
Execution Profile:
0000000100
Channel 14  (ATWD04)  WDE CHANNEL 4 TEMPERATURE:

Type:
OBDH-BUS

Terminal field:
00F0 0C16
Mask:
00FF
Min. threshold:
0046  (70 raw, 53.06 deg) (RAM value)

Max. threshold:
00E7  (231 raw, -20 deg) (RAM value)

Filter:
0003
Macro:
0002 (RAM value)
Execution Profile:
0000001000
Channel 15  (TT68)  CDMU TEMPERATURE:

Type:
OBDH-BUS

Terminal field:
0030 0C8B
Mask:
00FF
Min. threshold:
002E  (46 raw, 55 deg)

Max. threshold:
00FF  (255 raw, -21.4 deg)

Filter:
0003
Macro:
000B (RAM value)
Execution Profile:
0000010000
Channel 16  (QTLI1B)  EIT TEMPERATURE:

Type:
OBDH-BUS

Terminal field:
0050 0C9E (RAM value)

Mask:
00FF (RAM value)

Min. threshold:
008E (142 raw, 20.8 deg) (RAM value)

Max. threshold:
0097 (151 raw, 17.4 deg) (RAM value)

Filter:
0003 (RAM value)

Macro:
0014 (RAM value)
Execution Profile:
0000000001 (RAM value)
Channel 17  (QTLI2B)  LASCO TEMPERATURE:

Type:
OBDH-BUS

Terminal field:
0050 0C4F (RAM value)

Mask:
00FF (RAM value)

Min. threshold:
009C (156 raw, 15.53 deg) (RAM value)

Max. threshold:
00A5 (165 raw, 12.01 deg) (RAM value)

Filter:
0003 (RAM value)

Macro:
0014 (RAM value)
Execution Profile:
0000000010 (RAM value)
Channel 18  (AXFD05)  SAS1-B ALPHA ANGLE:

Type:
OBDH-BUS

Terminal field:
00F8 0EA0 (RAM value)

Mask:
00FF (RAM value)

Min. threshold:
0076 (118 raw, -3º) (RAM value)

Max. threshold:
0084 (132 raw, 3º) (RAM value)

Filter:
0002 (RAM value)

Macro:
000D (RAM value)
Execution Profile:
0100001000 (RAM value)
Channel 19  (AXFD06)  SAS1-B BETA ANGLE:

Type:
OBDH-BUS

Terminal field:
00F8 0EA1 (RAM value)

Mask:
00FF (RAM value)

Min. threshold:
0074 (116 raw, -3º) (RAM value)

Max. threshold:
0086 (134 raw, 3º) (RAM value)

Filter:
0002 (RAM value)

Macro:
000D (RAM value)
Execution Profile:
0001000010 (RAM value)
Channel 20  (QTR24)  FSE TRP 1:

Type:
OBDH-BUS

Terminal field:
0050 0C14
Mask:
00FF
Min. threshold:
0046  (70 raw, 40 deg)

Max. threshold:
00FF  (255 raw, -21.4 deg)

Filter:
0006 (RAM value)

Macro:
000D (RAM value)
Execution Profile:
0000010000
Channel 21  (QTR25)  FSE TRP 2:

Type:
OBDH-BUS

Terminal field:
0030 0C98
Mask:
00FF
Min. threshold:
0061  (97 raw, 40 deg)

Max. threshold:
00FF  (255 raw, -49.2 deg)

Filter:
0006 (RAM value)

Macro:
000D (RAM value)
Execution Profile:
0000100000
Channel 22  (TT20)  SSU1 TRP TEMPERATURE:

Type:
OBDH-BUS

Terminal field:
00F0 0C46
Mask:
00FF
Min. threshold:
003E  (62 raw, 45 deg)

Max. threshold:
00FF  (255 raw, -21.4 deg)

Filter:
0003
Macro:
000C (RAM value)
Execution Profile:
0001000000
Channel 23  (TT21)  SSU2 TRP TEMPERATURE:

Type:
OBDH-BUS

Terminal field:
00F0 0C86
Mask:
00FF
Min. threshold:
003E  (62 raw, 45 deg)

Max. threshold:
00FF  (255 raw, -21.4 deg)

Filter:
0003
Macro:
000C (RAM value)
Execution Profile:
0010000000
Channel 24  (AKFSYSP/AKFSZSP)  FPSS SUN PRESENCE BITS:

Type:
MEMORY

Memory location:
C17A (RAM value)

Mask:
0011 (RAM value)

Min. threshold:
0011 (17 dec) (RAM value)

Max. threshold:
0011 (17 dec) (RAM value)

Filter:
0004 (RAM value)

Macro:
000D (RAM value)
Execution Profile:
0000000001 (RAM value)
Channel 25  (AKFSYSP/AKFSZSP)  FPSS SUN PRESENCE BITS:

Type:
MEMORY

Memory location:
C0EE (RAM value)

Mask:
0011 (RAM value)

Min. threshold:
0011 (17 dec) (RAM value)

Max. threshold:
0011 (17 dec) (RAM value)

Filter:
0004 (RAM value)

Macro:
000D (RAM value)
Execution Profile:
0000000001 (RAM value)
Channel 26  (RTAPUHPN)  APME HOT POINT TEMPERATURE (N):

Type:
OBDH-BUS

Terminal field:
0030 0C13
Mask:
00FF
Min. threshold:
002A  (42 raw, 73 deg)

Max. threshold:
00E7  (231 raw, -20 deg)

Filter:
0003
Macro:
0006 (RAM value)
Execution Profile:
0000010000
Channel 27  (RTAPUHPR)  APME HOT POINT TEMPERATURE (R):

Type:
OBDH-BUS

Terminal field:
0030 0C53
Mask:
00FF
Min. threshold:
002A  (42 raw, 73 deg)

Max. threshold:
00E7  (231 raw, -20 deg)

Filter:
0003
Macro:
0006 (RAM value)
Execution Profile:
0000100000
Channel 28  (DTCDMA)  CDMU A TEMPERATURE:

Type:
OBDH-BUS

Terminal field:
0030 0C15
Mask:
00FF
Min. threshold:
003C  (60 raw, 60 deg)

Max. threshold:
00E7  (231 raw, -20 deg)

Filter:
0003
Macro:
000B (RAM value)
Execution Profile:
0001000000
Channel 29  (DTCDMB)  CDMU B TEMPERATURE:

Type:
OBDH-BUS

Terminal field:
0030 0C93
Mask:
00FF
Min. threshold:
003C  (60 raw, 60 deg)

Max. threshold:
00E7  (231 raw, -20 deg)

Filter:
0003
Macro:
000B (RAM value)
Execution Profile:
0010000000
Channel 30  (RSLOK1)  RECEIVER 1 UNLOCK:

Type:
OBDH-BUS

Terminal field:
00F8 082A (RAM value)

Mask:
0080 (RAM value)

Min. threshold:
0080  (1 raw) (RAM value)

Max. threshold:
0080  (1 raw) (RAM value)

Filter:
0004 (RAM value)

Macro:
000E (RAM value)
Execution Profile:
0000000001
CHANNEL DEFINITION DURING TELEMETRY SUBFORMAT 5 PERIODS
Channel 30  (RSLOK1)  RECEIVER 1 UNLOCK:

Type:
OBDH-BUS

Terminal field:
00F8 082A (RAM value)

Mask:
0080 (RAM value)

Min. threshold:
0080  (1 raw) (RAM value)

Max. threshold:
0080  (1 raw) (RAM value)

Filter:
0004 (RAM value)

Macro:
0010 (RAM value)
Channel 31  (RSLOK1)  RECEIVER 1 LOCK:

Type:
OBDH-BUS

Terminal field:
00F8 082A (RAM value)

Mask:
0080 (RAM value)

Min. threshold:
0000  (1 raw) (RAM value)

Max. threshold:
0000  (1 raw) (RAM value)

Filter:
000D (RAM value)

Macro:
000F (RAM value)
Execution Profile:
1000000000 (RAM value)
CHANNEL DEFINITION DURING 34-M KEYHOLE PERIODS

Channel 31  (RSLOK2)  RECEIVER 2 LOCK:

Type:
OBDH-BUS

Terminal field:
00F8 086A (RAM value)

Mask:
0080 (RAM value)

Min. threshold:
0000  (0 raw) (RAM value)

Max. threshold:
0000  (0 raw) (RAM value)

Filter:
000D (RAM value)

Macro:
0011 (RAM value)
Execution Profile:
0000000001
Channel 32  (RSLOK2)  RECEIVER 2 UNLOCK:

Type:
OBDH-BUS

Terminal field:
00F8 086A (RAM value)

Mask:
0080 (RAM value)

Min. threshold:
0080  (1 raw) (RAM value)

Max. threshold:
0080  (1 raw) (RAM value)

Filter:
0004 (RAM value)

Macro:
000E (RAM value)
Execution Profile:
1000000000 (RAM value)
CHANNEL DEFINITION DURING TELEMETRY SUBFORMAT 5 PERIODS
Channel 32  (RSLOK2)  RECEIVER 2 UNLOCK:

Type:
OBDH-BUS

Terminal field:
00F8 086A (RAM value)

Mask:
0080 (RAM value)

Min. threshold:
0080  (1 raw) (RAM value)

Max. threshold:
0080  (1 raw) (RAM value)

Filter:
0004 (RAM value)

Macro:
0010 (RAM value)
Execution Profile:
1000000000 (RAM value)
Channel 33  (DKSSADMP)  SSR ADDRESS > F80:

Type:
MEMORY (RAM value)
Memory location:
B44D (RAM value)

Mask:
0FFF (RAM value)

Min. threshold:
0000 (RAM value)

Max. threshold:
0F80 (RAM value)

Filter:
0004 (RAM value)

Macro:
0012 (RAM value)
Execution Profile:
0100000000 (RAM value)
Channel 34  (DKSSADMP)  SSR ADDRESS > FF9:

Type:
MEMORY (RAM value)
Memory location:
B44D (RAM value)

Mask:
0FFF (RAM value)

Min. threshold:
0000 (RAM value)

Max. threshold:
0FF9 (RAM value)

Filter:
0004 (RAM value)

Macro:
0013 (RAM value)
Execution Profile:
0100000000 (RAM value)
Channel 35  (HIPWA)  CEPAC CURRENT:

Type:
MEMORY (RAM value)
Memory location:
B42B (RAM value)

Mask:
00FF (RAM value)

Min. threshold:
0000 (0 raw, 0 A) (RAM value)

Max. threshold:
0070 (112 raw, 0.8 A) (RAM value)

Filter:
0004 (RAM value)

Macro:
0016 (RAM value)
Execution Profile:
001000000 (RAM value)
Channel TC-98  (QTCI1A)  CDS TEMPERATURE:

Mode:
1

Heater:
Nominal
Thermistor:
Nominal
Min. threshold:
0059  (89 raw, 32 deg)

Max. threshold:
00FF  (255 raw)

Filter:
0003
Execution Profile:
1000000000 (RAM value)
Thermistor:
578B (CDMU thermistor table memory location 8802)
Macro:
0018 (4018 in CDMU heater table memory location 88CA)
Channel TC-99  (TT00)  TRC TEMPERATURE:

Mode:
1
Heater:
Nominal
Thermistor:
Nominal
Min. threshold:
0066  (102 raw, 27.1 deg)

Max. threshold:
00FF  (255 raw)

Filter:
0003
Execution Profile:
000000100 (RAM value)
Thermistor:
3704 (CDMU thermistor table memory location 8804)
Macro:
0007 (4007 in CDMU heater table memory location 88CC)
Channel TC-100  (QTHI1A)  CEPAC TEMPERATURE:

Mode:
1

Heater:
Nominal
Thermistor:
Nominal
Min. threshold:
0040  (64 raw, 45.08 deg)

Max. threshold:
00FF  (255 raw)

Filter:
0003
Execution Profile:
1000000000 (RAM value)
Thermistor:
570B (CDMU thermistor table memory location 8806)
Macro:
0017 (4017 in CDMU heater table memory location 88CE)
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