SOHO CONTINGENCY SCRIPT F-02

CELIAS CTOF Emergency Power Off

(Micronet 516/SOHO Server/Operations/Instruments/CELIAS/CELIAS CTOF Emerg Off F-02

Version 6.0

Based on: 

Change Record:

0.0
15 Feb 97
Created.

1.0
17 Jul 97
Updated.

2.0
30 May 01
Reformat to new standard, CR#1642, MOCR#01-0071, NJP

2.1
6 Sep 01
Change anomaly indications from "ALL" to "ANY" of the specified mnemonics.  NJP

3.0
9 Nov 01
Change heater circuit 64 to 90% duty cycle. 




OCD#1577, CR#1700, MOCR#01-0158. NJP

4.0
21 Dec 01
Add sequence of cmds (via new procedure) to CASE 2 scenario.  OCD#1601, CR#1726, MOCR#01-0185. NJP

4.1
22 Jan 02
Indicate desired results of f_fl_manual procedure. Also, add M. Hilchenbach as a CELIAS contact.  OCD#1610.

4.2
29 Jan 02
Change FSCMCPV units from kV to Volts. 

5.0
5 Aug 04
Change CELIAS personnel contacts, per OCD#1926, 




CR#2010, MOCR#04-0103. 

6.0
12 Jan 05
Changed contact information to just use titles instead of names.  HWB  CR# 2054, MOCR# 05-0005.

Positions Required:
SA, CA (OE notification required prior to executing script)

Anomaly Indications:


ANY of the mnemonics FSCP5V, FSCM5V, FSCP13V, FSCM13V, and FSCBUC will be in violation of RED/YELLOW limits for more than 4 consecutive formats. 

Loads:  None

Main Activities:

1. Determine if ANY of the specified mnemonics are violating limits.

2. Power OFF CTOF sensor and turn ON heater, if required.

3. Switch CTOF to manual mode, if required.

4. Notify appropriate contacts.

Plots Required:
None

	
	Pos
	Activity
	Procedure

	1
	FOT
	Determine if the values for ANY of the mnemonics specified are violating yellow or red limits for more than 4 consecutive formats.  If ANY of the mnemonics are violating RED limits, proceed to CASE 1.  If ANY of the mnemonics are violating YELLOW limits, proceed to CASE 2. 


	

	2
	
	CASE 1: RED LIMIT VIOLATION
	

	3
	
	Power OFF the CTOF sensor
	f_fl_ctpoffi



	4
	
	Turn ON CELIAS Heater 1, Circuit 64, nominal side, 90% duty cycle, individually controlled. 
	k_thc_ena(64,y)

	5
	
	Notify the appropriate CELIAS contacts for a CTOF Sensor Emergency and exit script:

CELIAS Ops Coordinator

STOF Lead Co-I

(Refer to CELIAS Emergency Contacts List for names and numbers)
	

	6
	
	CASE 2: YELLOW LIMIT VIOLATION
	

	7
	
	Switch CTOF to manual mode and reduce multichannel plate voltage.  

IF 

FSCMCPV does NOT change to < 2100 V within 5 minutes,

OR 

Yellow limit violations do NOT cease within 5 minutes, EXECUTE CASE 1.


	f_fl_manual

	8
	
	Notify the appropriate CELIAS contacts for a CTOF Sensor Emergency and exit script:

CELIAS Ops Coordinator

STOF Lead Co-I

(Refer to CELIAS Emergency Contacts List for names and numbers)
	

	9
	
	SCRIPT COMPLETE
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