NONCOHO/STDMON Load Inputs for Keyhole Ops



26m Keyhole (TRSP1)

A. 10 mins after EOT for all RANGING passes (SOE H), except handovers to 

another RANGING pass (SOE H)
(TRSP1 noncoho cmd - /RCTX1NCO)

Load: NONCOHO_YYDDD
B. 10 mins after EOT for RANGING passes (SOE H) into a gap OR into 

a NON-RANGING pass (SOEs B,I,J,K,V)
(Enable Std mon 31 - /KNK3CENA, 001F)

Load: NONCOHO_YYDDD
C. 1 hour after BOT for all RANGING passes (SOE H)
(Enable Std mon 30 - /KNK3CENA, 001E)

Load: STDMN30_ENA_YYDDD

D. Not needed, since record procedure will always do this.

(Disable Std mon 30 - /KNK3CDIS, 001E)

Load: STDMN30_DIS_YYDDD
E. 1 hour after BOT for all NON-RANGING passes with an UPLINK (SOEs B,J,V)
(Enable Std mon 32 - /KNK3CENA, 0020)

Load: STDMN32_ENA_YYDDD

F. 10 mins before EOT of 

1.) the UPLINK pass (SOEs B,V) of DUAL-SUPPORT passes where the uplink pass ends before the downlink pass

2.) an UPLINK pass (SOEs B,J,V) handing over to another pass if no record procedure is run

(Disable Std mon 32 - /KNK3CDIS, 0020)

Load: STDMN32_DIS_YYDDD


34m Keyhole (TRSP2)

G. 1 hour after BOT for ALL passes with an UPLINK (SOEs M,R,U,W)
(Enable Std mon 32 - /KNK3CENA, 0020)

Load: STDMN32_ENA_YYDDD

H. 10 mins before EOT of 


1.)
All 34m MEDIUM RATE passes with an UPLINK station (SOEs M,R,U,W)

2.)
the UPLINK pass (SOEs M,R,U,W) of DUAL-SUPPORT passes where the uplink pass ends before the downlink pass 

(Disable Std mon 32 - /KNK3CDIS, 0020)

Load: STDMN32_DIS_YYDDD
I. 10 mins before BOT of all medium rate 34m passes with an UPLINK station (SOEs M,R,U,W) and once at the end of the 34m keyhole (after running k_ky_stdmon (34,OUT))

(Enable Std mon 31 - /KNK3CENA, 001F)

Load: STDMN31_ENA_YYDDD
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