
SOHO CONTINGENCY SCRIPT M-03

MDI Power ON

(SOHO Server/Operations/Instruments/MDI/MDI CS M-03)

Version 1.0

Based on:  OCD# 1728

Change Record:


0.0
25 Sep 02 -
Created script.  OCD 1728 CR 1804  HWB.


1.0
10 Aug 06 -
Added contingency option to set COBS switchable channels to 




redundant. CR#2178, MOCR# 06-0113, OCD# 2137.  NJP

Positions Required:
SA, CA, OE (MDI representative must be present)

Anomaly Indications:

 

MSPWA = OFF and MSPWB = OFF

Loads: None

Main Activities:

1.
Remove MDI from ESR warning flag receivers

2.
Prepare SVM for MDI power ON 

3.
Power ON MDI

4.
Turn ON control electronics for optics package heater

5.
Turn ON OPH3

6.
Turn ON OPH2

7.
Turn ON OPH1

8.
Add MDI to ESR warning flag receivers

9.
Enable experiment off-pointing flag for MDI

Plots Required:
None

	
	Pos
	Activity
	Procedure

	1
	
	CONSTRAINTS:

1.
An MDI operator must be present in the IMOC during the power ON.

2.
Disable MDI limit monitoring or ignore limit violations until directed by MDI team to resume nominal limit monitoring.
	

	2
	
	
	

	3
	FOT
	Remove MDI from list of experiments to receive ESR warning flag.


	k_set_esrwarn (remove, mdi)

	4
	
	Prepare SVM for turning experiment ON.  This will define monitoring parameters for COBS, and will turn OFF the substitution heaters.
	x_exp_prep_on

	5
	
	Power ON MDI
	m_fl_pconpri

	6
	
	CONTINGENCY:

If unable to command or receive good telemetry from MDI, execute contingency script M-04 "MDI Switch to Redundant TM/TC Channels" as directed by MDI representative.
In case of other problems, abort and run the emergency OFF procedure at direction of MDI operator
	m_fl_emoff

	7
	
	
	

	8
	
	Patch DEP executable code
	m_fl_dp_patch

	9
	
	Do NOT proceed until directed by MDI operator
	

	10
	
	Turn ON control electronics for optics package heater
	m_fl_htron

	11
	
	Turn OPH3 ON


HOP heater set point:  64
	m_fl_hopspt

	12
	
	Do NOT proceed until directed by MDI operator
	

	13
	
	Turn OPH2 ON


HOP heater set point:  192
	m_fl_hopspt

	14
	
	Do NOT proceed until directed by MDI operator
	

	15
	
	Turn OPH1 ON


HOP heater set point:  255
	m_fl_hopspt

	16
	
	Return MDI to ESR warning flag receiver list.
	k_set_esrwarn (append, mdi)

	17
	
	Enable experiment off-pointing flag for MDI at MDI operator request
	k_expop_mn_strt

	18
	
	
	

	19
	
	SCRIPT COMPLETE
	

	20
	
	
	

	21
	
	
	

	22
	
	
	

	23
	
	
	

	24
	
	
	

	25
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