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Version 3.0

Based on:  

Change Record:


0.0
Mar 97
Created script.


1.0
8 Jun 01
Reformatted to new standards,  CR# 1665,





MOCR# 01-0102, NJP.


2.0
31 Oct 01
Added line to report specified mnemonics to SWAN team.  





CR# 1682, OCD# 1550, MOCR# 01-0152, NJP


3.0
16 Jan 04
Completely revised script with new criteria to power OFF SWAN. CR# 1976, OCD# 1876, MOCR# 03-0193, NJP

Positions Required:
SA, CA (OE notification required prior to execution of script).

Anomaly Indications:


This script must only be executed when one of the following applies:

1. It is called from SWAN contingency script N-02.

2. SWAN experiment team requests script execution.

3. The SWAN instrument must be powered off to maintain spacecraft integrity.

Loads:  None.

Main Activities:

1. Power OFF SWAN.

2. Reconfigure SVM for SWAN OFF.

3. Contact member of SWAN experiment team.

Plots Required:
None

	
	Pos
	Activity
	Procedure

	1
	FOT
	Bring up page I_EXP_STAT to monitor SWAN telemetry.
	

	2
	
	Run the procedure to switch OFF SWAN. 


	n_fl_sw_off

Calls: 

k_exp_mon_dis

	3
	
	Execute procedure to reconfigure SVM for turning OFF SWAN.
	x_exp_off_svm

	4
	
	
	

	5
	
	Notify SWAN experiment team of script execution.


	

	6
	
	
	

	7
	
	
	

	8
	
	
	

	9
	
	
	

	10
	
	
	

	11
	
	SCRIPT COMPLETE
	

	12
	
	
	

	13
	
	
	

	14
	
	
	


OE Initials: _______
SA Initials: _______
CA Initials: _______
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