SOHO CONTINGENCY SCRIPT U-02

UVCS Thermal Limit Violations in ESR

(SOHO Server/Operations/Instruments/UVCS/UVCS CS U-02

Version 1.0

Based on:  OCD #1307, CR #1453. 

Change Record:


1.0
3 Dec 03 – Change duty cycle adjustment from a hardcoded value to a single 10% step reduction.  Make it clear that anomaly indications only apply while in ESR.  CR#1966, MOCR#03-0185.  NJP

Positions Required:
SA, CA, OE

Anomaly Indications:

1.
UTTHEC1 violating red high limits (ONLY applicable while in ESR)


or

2.
UTTHEC2 violating red high limits (ONLY applicable while in ESR)

Loads:  None

Main Activities:

1.
Adjust COBS thermal channel duty cycle

2.
Notify UVCS team

Plots Required:
None

	
	Pos
	Activity
	Procedure

	1
	
	STEP 1:  ADJUST COBS THERMAL CHANNEL DUTY CYCLE
	

	2
	FOT
	Reduce duty cycle on COBS channel 84 by one 10% step.
	k_thc_dc_adj (84)

	3
	
	
	

	4
	
	STEP 2:  NOTIFY UVCS TEAM
	

	5
	
	Notify UVCS team per contact list
	

	6
	
	
	

	7
	
	
	

	8
	
	
	

	9
	
	
	

	10
	
	
	

	11
	
	
	

	12
	
	
	

	13
	
	
	

	14
	
	
	

	15
	
	ACTIONS COMPLETE
	


OE Initials:                (
SA Initials:                (
CA Initials:                (
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