SOHO CONTINGENCY SCRIPT U-03

UVCS Power ON

(Micronet 516/SOHO Server/Operations/Instruments/UVCS/UVCS U-03

Version 0.0

Based on:   OCD 1698

Change Record:

0.0
18 Sep 02 - Created.  OCD 1698, CR 1792

Positions Required:
SA, CA, OE, UVCS representative presence required

Anomaly Indications:

USPWA = OFF

Loads:  None. 

Main Activities:

1. Verify/set experiment offpointing and ESR warning flag functions

2. Configure SVM for UVCS power ON

3. Power ON UVCS

4. UVCS NRT

5. Modify substitution heater duty cycle

6. UVCS NRT

7. Switch OFF substitution heater

8. Distribute OBT to UVCS

9. Enable ESR warning flag

Plots Required:
None


Pos
Activity
Procedure

1

CONSTRAINTS:

1.
UVCS operations representative must be present.

2.
~4 hours of NRT available


2
FOT
Ignore ALL UVCS limits until notified


3

Verify/enable experiment off-pointing function for UVCS
k_expop_mn_strt

4

Verify/remove UVCS from list of ESR warning flag receivers
k_set_esrwarn (remove, uvcs)

5

Do NOT proceed until directed by the UVCS operations team.


6

Configure SOHO for UVCS ON, turn OFF substitution heaters
x_exp_prep_on

7

Power ON UVCS A side
u_fl_pwron_pr

8

CONTINGENCY:
If a problem occurs at any time requiring UVCS to be powered OFF, execute CS U-01, UVCS Emergency Shutdown.  Confirm/set and enable UVCS substitution heaters:


Circuit 84 to 60% duty cycle


Circuit 85 to 100% duty cycle
k_thc_ena

k_thc_dc_adj

9

Enable NRT for approximately 1 hour
o_nrt_ena (1,1,0,1)

10

When notified by the UVCS operations team, pause NRT
/nrt tput paus

11

Change circuit 84 duty cycle to 20%
k_thc_dc_adj (84,,2,,2)

12

Enable thermal control for circuit 84
k_thc_ena(84,y)

13

Enable NRT for approximately 3 hours
/nrt tput rsum

14

When notified by the UVCS operations team, pause NRT
/nrt tput paus

15

Disable thermal control for circuit 84
k_thc_dis(84)

16

Distribute OBT to UVCS
k_obt_dist(uvcs)

17

Add UVCS to list of ESR warning flag receivers
k_set_esrwarn (append, uvcs)

18

Set channel 84 duty cycle to 60%
k_thc_dc_adj (84,,6,,6)

19




20

NOTE:  Limit violation sheets will be provided as required.  The FOT will be notified when to resume normal telemetry monitoring (1-2 days).  During this time, UVCS will remain in a safe configuration (detector high voltage OFF) until internal temperatures equilibrate.
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SCRIPT COMPLETE


OE Initials:                (
SA Initials:                (
CA Initials:                (
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