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UVCS Keyhole Recovery
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Version 0.0

Based on:   OCD 1930

Change Record:

0.0 16 Sep 04 - Created.  OCD#1930, CR#2028, MOCR#04-0124, NJP.

Positions Required:
SA, CA, OE, UVCS representative presence required

Anomaly Indications:

N/A

Loads:  None. 

Main Activities:

1. Enable ESR warning flag and experiment offpointing functions for UVCS

2. Switch to ESR limit set for UVCS

3. Power OFF UVCS substitution heater

4. Enable UVCS NRT

Plots Required:
None

	
	Pos
	Activity
	Procedure

	1
	FOT
	Add UVCS to list of ESR warning flag receivers
	k_set_esrwarn (append, uvcs)

	2
	
	
	

	3
	
	Restore experiment off-pointing function for UVCS and any other instruments for which it is currently enabled 

(ref. page I_EXP_STAT)
	k_expop_mn_strt

	4
	
	
	

	5
	
	Disable thermal control for circuit 84 (individually controlled substitution heater)
	k_thc_dis(84)

	6
	
	Verify/Set channel 84 duty cycle to 60%
	k_thc_dc_adj (84,,6,,6)

	7
	
	
	

	8
	
	Enable NRT for approximately 1 hour
	o_nrt_ena (1,1,0,1)

	9
	
	
	

	10
	
	Continue to use ESR limits for UVCS limit monitoring


	o_esr_setlim 

(esr, uvcs)

	11
	
	Resume use of nominal UVCS limits upon SOC/UVCS notification (expected approximately 1-2 days later) 
	o_esr_setlim 

(nom, uvcs)

	12
	
	
	

	13
	
	
	

	14
	
	SCRIPT COMPLETE
	

	15
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